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e

1.27 cm (0.5") Dia Heart Cross-Section

U Incoloy® Sheath
U 450 to 2500 Watts	
U 120, 240 and 480 Volt
U 30 W/in2

U �1600°F Maximum  
Sheath Temperature

Applications
High element surface temperature 
clamp-on or air heating applications 
or where extreme rigidity is required.

Advantages
More uniform surface temperatures 
and resistance to deformation. 

Features
Type 4 Terminals: Standard. 
Integral parts of the element are  
of high strength to resist bending 
during tightening of the wiring 
connections. Type 4  is threaded 
extension  of the cold pin. See 
terminal detail drawing in the 
Tubular Heater Overview  
available online.

Work Temperatures:  
See Tubular Heater Overview  
available online.

Bending: Customer’s minimum 
inside bending radius is  
6.35 mm (21⁄2").  
See bending requirements in  
the Tubular Heater Overview 
available online.

Dimensions:  
cm (inch)

B

A ± 1⁄2%

6.35
(21⁄2)

6.35
(21⁄2)

1.27 (1⁄2") Dia. 
Incoloy Sheath

2.1
(13⁄16)

2.1
(13⁄16)

Round 
Section

Round 
Section

Ordering Examples: TI-4345/240, 1650 W, 
240V heater. 
TI-1645/120, 450W, 240V heater.

TI Series

 To Order
 
 

Watts

 
 

Volts

 
 

W/in2

Dimensions cm (inch) 

Sheath A      Heated B

 
Incoloy Sheath 

Model No.

 
Weight 
kg (lb)

450 120 30 41 (16) 24 (91⁄2) TI-1645/120 0.22 (0.5)
540 120 30 46 (18) 29 (111⁄2) TI-1845/120 0.22 (0.5)
635 120 30 51 (20) 34 (131⁄2) TI-2045/120 0.22 (0.5)
750 120 30 58 (23) 42 (161⁄2) TI-2345/120 0.22 (0.5)
750 240 30 58 (23) 42 (161⁄2) TI-2345/240 0.22 (0.5)
825 120 30 64 (25) 47 (181⁄2) TI-2545/120 0.22 (0.5)
825 240 30 64 (25) 47 (181⁄2 ) TI-2545/240 0.22 (0.5)
900 120 30 69 (27) 52 (201⁄2) TI-2745/120 0.22 (0.5)
900 240 30 69 (27) 52 (201⁄2) TI-2745/240 0.22 (0.5)
1000 120 30 71 (28) 55 (211⁄2) TI-2845/120 0.45 (1)
1000 240 30 71 (28) 55 (211⁄2) TI-2845/240 0.45 (1)
1100 120 30 76 (30) 60 (231⁄2) TI-3045/120 0.45 (1)
1100 240 30 76 (30) 60 (231⁄2) TI-3045/240 0.45 (1)
1200 120 30 81 (32) 65 (251⁄2) TI-3245/120 0.45 (1)
1200 240 30 81 (32) 65 (251⁄2) TI-3245/240 0.45 (1)
1275 120 30 86 (34) 70 (271⁄2) TI-3445/120 0.45 (1)
1275 240 30 86 (34) 70 (271⁄2) TI-3445/240 0.45 (1)
1350 120 30 36 (91) 75 (291⁄2) TI-3645/120 0.45 (1)
1350 240 30 91 (36) 75 (291⁄2) TI-3645/240 0.45 (1)
1425 120 30 97 (38) 80 (311⁄2) TI-3845/120 0.45 (1)
1425 240 30 97 (38) 80 (311⁄2) TI-3845/240 0.45 (1)
1500 120 30 102 (40) 85 (331⁄2) TI-4045/120 0.59 (1.3)
1500 240 30 102 (40) 85 (331⁄2) TI-4045/240 0.59 (1.3)
1650 120 30 110 (431⁄2) 94 (37) TI-4345/120 0.59 (1.3)
1650 240 30 110 (431⁄2) 94 (37) TI-4345/240 0.59 (1.3)
1725 120 30 112 (44) 95 (371⁄2) TI-4445/120 0.59 (1.3)
1725 240 30 112 (44) 95 (371⁄2) TI-4445/240 0.59 (1.3)
1800 120 30 117 (46) 100 (391⁄2) TI-4645/120 0.59 (1.3)
1800 240 30 117 (46) 100 (391⁄2) TI-4645/240 0.59 (1.3)
1875 120 30 122 (48) 105 (411⁄2) TI-4845/120 0.59 (1.3)
1875 240 30 122 (48) 105 (411⁄2) TI-4845/240 0.59 (1.3)
1950 120 30 127 (50) 110 (431⁄2) TI-5045/120 0.59 (1.3)
1950 240 30 127 (50) 110 (431⁄2) TI-5045/240 0.59 (1.3)
1950 480 30 127 (50) 110 (431⁄2) TI-5045/480 0.59 (1.3)
2000 120 30 138 (541⁄4) 120 (473⁄8) TI-5445/120 0.81 (1.8)
2000 240 30 138 (541⁄4) 120 (473⁄8) TI-5445/240 0.81 (1.8)
2000 480 30 138 (541⁄4) 120 (473⁄8) TI-5445/480 0.81 (1.8)
2250 120 30 147 (58) 131 (511⁄2) TI-5845/120 0.81 (1.8)
2250 240 30 147 (58) 131 (511⁄2) TI-5845/240 0.81 (1.8)
2250 480 30 147 (58) 131 (511⁄2) TI-5845/480 0.81 (1.8)
2500 120 30 152 (60) 136 (531⁄2) TI-6045/120 0.81 (1.8)
2500 240 30 152 (60) 136 (531⁄2) TI-6045/240 0.81 (1.8)
2500 480 30 152 (60) 136 (531⁄2) TI-6045/480 0.81 (1.8)



E-31

1.3 cm (1⁄2") Dia Heart Cross-Section

U Incoloy® Sheath
U 2750 to 6750 Watts	
U 120, 240 and 480 Volt
U 30 W/in2

U �871°C (1600°F) Maximum 
Sheath Temperature

Applications
High element surface temperature 
clamp-on or air heating applications 
or where extreme rigidity is required.

Advantages
More uniform surface temperatures 
and resistance to deformation.

Features
Type 4 Terminals: Standard. 
Integral parts of the element are 
of high strength to resist bending 
during tightening of the wiring 
connections. Type 4 is threaded 
extension of the cold pin. See 
terminal detail drawing in the 
Tubular Heater Overview  
available online.

Work Temperatures:  
See Tubular Heater Overview  
available online. 

Bending: Customer’s minimum 
inside bending radius is 11⁄2".  
See bending requirements in  
the Tubular Heater Overview 
available online.

Dimensions:  
cm (inch)

B

A ± 1/2%

6.4 
(2-1/2)

6.4 
(2-1/2)

1.3 (1/2") Dia. Incoloy Sheath
Round 
Section

Round 
Section

	 To Order
	 Incoloy Sheath                                   		           Dimensions: cm (inch)	 Weight 
	 Model No.	 Watts	 Volts	 W/in2	 Sheath A		S  heath B	 kg (lb)
	 TI-6645/120		 2750	 120	 30	 168 (66)	 151 (591⁄2)	 0.816 (1.8)
	 TI-6645/240	 	2750	 240	 30	 168 (66)	 151 (591⁄2)	 0.816 (1.8)
	 TI-6645/480		 2750	 480	 30	 168 (66)	 151 (591⁄2)	 0.816 (1.8)
	 TI-7045/120		 3000	 120	 30	 178 (70)	 161 (631⁄2)	 0.816 (1.8)
	 TI-7045/240		 3000	 240	 30	 178 (70)	 161 (631⁄2)	 0.816 (1.8)
	 TI-7045/480	 	3000	 480	 30	 178 (70)	 161 (631⁄2)	 0.816 (1.8)
	 TI-7445/120		 3125	 120	 30	 188 (74)	 171 (671⁄2)	 0.816 (1.8)
	 TI-7445/240		 3125	 240	 30	 188 (74)	 171 (671⁄2)	 0.816 (1.8)
	 TI-7445/480		 3125	 480	 30	 188 (74)	 171 (671⁄2)	 0.816 (1.8)
	 TI-7845/120	 	3250	 120	 30	 198 (78)	 182 (711⁄2)	 1.04 (2.3)
	 TI-7845/240		 3250	 240	 30	 198 (78)	 182 (711⁄2)	 1.04 (2.3)
	 TI-7845/480	 	3250	 480	 30	 198 (78)	 182 (711⁄2)	 1.04 (2.3)
	 TI-8245/240		 3375	 240	 30	 208 (82)	 192 (751⁄2)	 1.04 (2.3)
	 TI-8245/480		 3375	 480	 30	 208 (82)	 192 (751⁄2)	 1.04 (2.3)
	 TI-8545/240		 3500	 240	 30	 216 (85)	 199 (781⁄2)	 1.04 (2.3)
	 TI-8545/480		 3500	 480	 30	 216 (85)	 199 (781⁄2)	 1.04 (2.3)
	 TI-9045/240		 3625	 240	 30	 229 (90)	 212 (831⁄2)	 1.04 (2.3)
	 TI-9045/480		 3625	 480	 30	 229 (90)	 212 (831⁄2)	 1.04 (2.3)
	 TI-9445/240		 3750	 240	 30	 239 (94)	 222 (871⁄2)	 1.04 (2.3)
	 TI-9445/480		 3750	 480	 30	 239 (94)	 222 (871⁄2)	 1.04 (2.3)
	 TI-9845/240		 3875	 240	 30	 248 (98)	 232 (911⁄2)	 1.04 (2.3)
	 TI-9845/480		 3875	 480	 30	 248 (98)	 232 (911⁄2)	 1.04 (2.3)
	 TI-10045/240		 4000	 240	 30	 254 (100)	 237 (931⁄2)	 1.49 (3.3)
	 TI-10045/480		 4000	 480	 30	 254 (100)	 237 (931⁄2)	 1.49 (3.3)
	 TI-10845/240		 4500	 240	 30	 274 (108)	 258 (1011⁄2)	 1.49 (3.3)
	 TI-10845/480		 4500	 480	 30	 274 (108)	 258 (1011⁄2)	 1.49 (3.3)
	 TI-11245/240		 4750	 240	 30	 284 (112)	 268 (1051⁄2)	 1.49 (3.3)
	 TI-11245/480		 4750	 480	 30	 284 (112)	 268 (1051⁄2)	 1.49 (3.3)
	 TI-11845/240		 5000	 240	 30	 300 (118)	 283 (1111⁄2)	 1.49 (3.3)
	 TI-11845/480		 5000	 480	 30	 300 (118)	 283 (1111⁄2)	 1.49 (3.3)
	 TI-13045/240		 5250	 240	 30	 330 (130)	 314 (1231⁄2)	 1.49 (3.3)
	 TI-13045/480		 5250	 480	 30	 330 (130)	 314 (1231⁄2)	 1.49 (3.3)
	 TI-13645/240		 5500	 240	 30	 345 (136)	 329 (1291⁄2)	 1.49 (3.3)
	 TI-13645/480		 5500	 480	 30	 345 (136)	 329 (1291⁄2)	 1.49 (3.3)
	 TI-14245/240		 5750	 240	 30	 361 (142)	 344 (1351⁄2)	 1.95 (4.3)
	 TI-14245/480		 5750	 480	 30	 361 (142)	 344 (1351⁄2)	 1.95 (4.3)
	 TI-14845/480		 6000	 480	 30	 376 (148)	 359 (1411⁄2)	 1.95 (4.3)
	 TI-15645/480		 6250	 480	 30	 396 (156)	 380 (1491⁄2)	 1.95 (4.3)
	 TI-16445/480		 6500	 480	 30	 417 (164)	 400 (1571⁄2)	 1.95 (4.3)
	 TI-17245/480		 6750	 480	 30	 437 (172)	 420 (1651⁄2)	 1.95 (4.3)

Ordering Examples: TI-9045/480 3625 W, 480V heater. 
TI-7045/120V, 300 W heater.

TI Series

2 
(13/16)

2 
(13/16)

TI-7045/120 shown 
smaller than actual size.



E-32

e

9.5 mm (0.375") Dia Heart  
Cross-Section

U Incoloy Sheath
U 300 to 1850 Watts	
U 120, 240 and 480 Volt
U 30 W/in2

U �1600°F Maximum  
Sheath Temperature

Applications
High element surface temperature 
clamp-on or air heating applications 
or where extreme rigidity is required.

Advantages
More uniform surface temperatures 
and resistance to deformation.

Features
Type 3 Terminals: Heliarc-welded  
to the cold pin. See terminal  
detail drawing in the Tubular  
Heater Overview available online. 

Work Temperatures:  
See Tubular Heater Overview  
available online. 

Bending: Customer’s minimum 
inside bending radius is 11⁄16".  
See bending inside requirements 
in the Tubular Heater Overview 
available online.

Ordering Examples: TI-4048/240, 1100 W, 240V heater.
TI-6248/480, 1850 W, 480V heater.

Dimensions: cm (inch)

A ± 1/2%

B

1-1/2 13/8" Dia. Incoloy Sheath
Round Section

3/8

Ti Series

	 Dimensions cm (inch)	I ncoloy Sheath	 Weight  
    Watts       Volts      W/in2	S heath A      Heated B	 Model No.	 kg (lb)
	 300	 120	 30	 41 (16)	 24 (91⁄2)	 TI-1648/120		  0.18 (0.4)
	 350	 120	 30	 46 (18)	 29 (111⁄2)	 TI-1848/120		  0.18 (0.4)
	 450	 120	 30	 51 (20)	 34 (131⁄2)	 TI-2048/120		  0.18 (0.4)
	 500	 120	 30	 56 (22)	 39 (151⁄2)	 TI-2248/120		  0.18 (0.4)
	 650	 120	 30	 64 (25)	 47 (181⁄2)	 TI-2548/120		  0.18 (0.4)
	 650	 240	 30	 64 (25)	 47 (181⁄2)	 TI-2548/240		  0.18 (0.4)
	 700	 120	 30	 69 (27)	 52 (201⁄2)	 TI-2748/120		  0.18 (0.4)
	 700	 240	 30	 69 (27)	 52 (201⁄2)	 TI-2748/240		  0.18 (0.4)
	 750	 120	 30	 71 (28)	 55 (211⁄2)	 TI-2848/120		  0.36 (0.8)
	 750	 240	 30	 71 (28)	 55 (211⁄2)	 TI-2848/240		  0.36 (0.8)
	 800	 120	 30	 76 (30)	 60 (231⁄2)	 TI-3048/120		  0.36 (0.8)
	 800	 240	 30	 76 (30)	 60 (231⁄2)	 TI-3048/240		  0.36 (0.8)
	 850	 120	 30	 81 (32)	 65 (251⁄2)	 TI-3248/120		  0.36 (0.8)
	 850	 240	 30	 81 (32)	 65 (251⁄2)	 TI-3248/240		  0.36 (0.8)
	 900	 120	 30	 86 (34)	 70 (271⁄2)	 TI-3448/120		  0.36 (0.8)
	 900	 240	 30	 86 (34)	 70 (271⁄2)	 TI-3448/240		  0.36 (0.8)
	 1000	 120	 30	 91 (36)	 75 (291⁄2)	 TI-3648/120		  0.36 (0.8)
	 1000	 240	 30	 91 (36)	 75 (291⁄2)	 TI-3648/240		  0.36 (0.8)
	 1050	 120	 30	 97 (38)	 80 (311⁄2)	 TI-3848/120		  0.36 (0.8)
	 1050	 240	 30	 97 (38)	 80 (311⁄2)	 TI-3848/240		  0.36 (0.8)
	 1100	 120	 30	 102 (40)	 85 (331⁄2)	 TI-4048/120		  0.45 (1)
	 1100	 240	 30	 102 (40)	 85 (331⁄2)	 TI-4048/240		  0.45 (1)
	 1200	 120	 30	 107 (42)	 90 (351⁄2)	 TI-4248/120		  0.45 (1)
	 1200	 240	 30	 107 (42)	 90 (351⁄2)	 TI-4248/240		  0.45 (1)
	 1250	 120	 30	 112 (44)	 95 (371⁄2)	 TI-4448/120		  0.45 (1)
	 1250	 240	 30	 112 (44)	 95 (371⁄2)	 TI-4448/240		  0.45 (1)
	 1300	 120	 30	 117 (46)	 100 (391⁄2)	 TI-4648/120		  0.45 (1)
	 1300	 240	 30	 117 (46)	 100 (391⁄2)	 TI-4648/240		  0.45 (1)
	 1350	 120	 30	 122 (48)	 105 (411⁄2)	 TI-4848/120		  0.45 (1)
	 1350	 240	 30	 122 (48)	 105 (411⁄2)	 TI-4848/240		  0.45 (1)
	 1450	 120	 30	 127 (50)	 110 (431⁄2)	 TI-5048/120		  0.45 (1)
	 1450	 240	 30	 127 (50)	 110 (431⁄2)	 TI-5048/240		  0.45 (1)
	 1450	 480	 30	 127 (50)	 110 (431⁄2)	 TI-5048/480		  0.45 (1)
	 1550	 120	 30	 137 (54)	 121 (471⁄2)	 TI-5448/120		  0.59 (1.3)
	 1550	 240	 30	 137 (54)	 121 (471⁄2)	 TI-5448/240		  0.59 (1.3)
	 1550	 480	 30	 54 (137)	 121 (471⁄2)	 TI-5448/480		  0.59 (1.3)
	 1700	 120	 30	 147 (58)	 131 (511⁄2)	 TI-5848/120		  0.59 (1.3)
	 1700	 240	 30	 147 (58)	 131 (511⁄2)	 TI-5848/240		  0.59 (1.3)
	 1700	 480	 30	 147 (58)	 131 (511⁄2)	 TI-5848/480		  0.59 (1.3)
	 1850	 120	 30	 157 (62)	 141 (551⁄2)	 TI-6248/120		  0.59 (1.3)
	 1850	 240	 30	 157 (62)	 141 (551⁄2)	 TI-6248/240		  0.59 (1.3)
	 1850	 480	 30	 157 (62)	 141 (551⁄2)	 TI-6248/480		  0.59 (1.3)

To Order



E-33

U	I ncoloy Sheath
U	 1950 to 5350 Watts	
U	 120, 240 and 480 Volt
U	 30 W/in2

U	� 1600°F Maximum  
Sheath Temperature

9.5 mm (0.375") Dia Heart  
Cross-Section

Applications
High element surface temperature 
clamp-on, or air heating 
applications, or where extreme 
rigidity is required.

Advantages
More uniform surface temperatures 
and resistance to deformation.

Features 
Type 3 Terminals: Heliarc-welded 
to the cold pin. See terminal detail 
drawing in the Tubular Heater 
Overview available online.

Work Temperatures:  
See Tubular Heater Overview  
available online.

Bending: Customer’s minimum 
inside bending radius is 11⁄16".  
See bending requirements in  
the Tubular Heater Overview  
available online.

Ordering Examples: TI-9048/480, 2750 W, 480V heater.
TI-14248/240, 4500 W, 240V heater.

TI Series

A ± 1/2%

B

1-1/2 13/8" Dia. Incoloy Sheath
Round Section

3/8

Dimensions: cm (inch)

	 Dimensions cm (inch)	I ncoloy Sheath	 Weight  
    Watts       Volts      W/in2	S heath A      Heated B	 Model No.	 kg (lb)
	 1950	 120	 30	 168 (66)	 151 (591⁄2)	 TI-6648/120	 0.59 (1.3)
	 1950	 240	 30	 168 (66)	 151 (591⁄2)	 TI-6648/240	 0.59 (1.3)
	 1950	 480	 30	 168 (66)	 151 (591⁄2)	 TI-6648/480	 0.59 (1.3)
	 2100	 120	 30	 178 (70)	 161 (631⁄2)	 TI-7048/120	 0.59 (1.3)
	 2100	 240	 30	 178 (70)	 161 (631⁄2)	 TI-7048/240	 0.59 (1.3)
	 2100	 480	 30	 178 (70)	 161 (631⁄2)	 TI-7048/480	 0.59 (1.3)
	 2250	 120	 30	 188 (74)	 171 (671⁄2)	 TI-7448/120	 0.59 (1.3)
	 2250	 240	 30	 188 (74)	 171 (671⁄2)	 TI-7448/240	 0.59 (1.3)
	 2250	 480	 30	 188 (74)	 171 (671⁄2)	 TI-7448/480	 0.59 (1.3)
	 2350	 120	 30	 198 (78)	 182 (711⁄2)	 TI-7848/120	 0.81 (1.8)
	 2350	 240	 30	 198 (78)	 182 (711⁄2)	 TI-7848/240	 0.81 (1.8)
	 2350	 480	 30	 198 (78)	 182 (711⁄2)	 TI-7848/480	 0.81 (1.8)
	 2500	 240	 30	 208 (82)	 192 (751⁄2)	 TI-8248/240	 0.81 (1.8)
	 2500	 480	 30	 208 (82)	 192 (751⁄2)	 TI-8248/480	 0.81 (1.8)
	 2600	 240	 30	 218 (86)	 202 (791⁄2)	 TI-8648/240	 0.81 (1.8)
	 2600	 480	 30	 218 (86)	 202 (791⁄2)	 TI-8648/480	 0.81 (1.8)
	 2750	 240	 30	 229 (90)	 212 (831⁄2)	 TI-9048/240	 0.81 (1.8)
	 2750	 480	 30	 229 (90)	 212 (831⁄2)	 TI-9048/480	 0.81 (1.8)
	 2900	 240	 30	 239 (94)	 222 (871⁄2)	 TI-9448/240	 0.81 (1.8)
	 2900	 480	 30	 239 (94)	 222 (871⁄2)	 TI-9448/480	 0.81 (1.8)
	 3000	 240	 30	 249 (98)	 232 (911⁄2)	 TI-9848/240	 0.81 (1.8)
	 3000	 480	 30	 249 (98)	 232 (911⁄2)	 TI-9848/480	 0.81 (1.8)
	 3150	 240	 30	 259 (102)	 243 (951⁄2)	 TI-10248/240	 1.13 (2.5)
	 3150	 480	 30	 259 (102)	 243 (951⁄2)	 TI-10248/480	 1.13 (2.5)
	 3300	 240	 30	 269 (106)	 253 (991⁄2)	 TI-10648/240	 1.13 (2.5)
	 3300	 480	 30	 269 (106)	 253 (991⁄2)	 TI-10648/480	 1.13 (2.5)
	 3500	 240	 30	 284 (112)	 268 (1051⁄2)	 TI-11248/240	 1.13 (2.5)
	 3500	 480	 30	 284 (112)	 268 (1051⁄2)	 TI-11248/480	 1.13 (2.5)
	 3650	 240	 30	 300 (118)	 283 (1111⁄2)	 TI-11848/240	 1.13 (2.5)
	 3650	 480	 30	 300 (118)	 283 (1111⁄2)	 TI-11848/480	 1.13 (2.5)
	 3900	 240	 30	 315 (124)	 283 (1111⁄2)	 TI-12448/240	 1.13 (2.5)
	 3900	 480	 30	 124 (315)	 283 (1111⁄2)	 TI-12448/480	 1.13 (2.5)
	 4100	 240	 30	 330 (130)	 314 (1231⁄2)	 TI-13048/240	 1.13 (2.5)
	 4100	 480	 30	 330 (130)	 314 (1231⁄2)	 TI-13048/480	 1.13 (2.5)
	 4300	 240	 30	 345 (136)	 329 (1291⁄2)	 TI-13648/240	 1.72 (3.8)
	 4300	 480	 30	 345 (136)	 329 (1291⁄2)	 TI-13648/480	 1.72 (3.8)
	 4500	 240	 30	 361 (142)	 344 (1351⁄2)	 TI-14248/240	 1.72 (3.8)
	 4500	 480	 30	 361 (142)	 344 (1351⁄2)	 TI-14248/480	 1.72 (3.8)
	 4700	 480	 30	 376 (148)	 359 (1411⁄2)	 TI-14848/480	 1.72 (3.8)
	 4950	 480	 30	 396 (156)	 380 (1491⁄2)	 TI-15648/480	 1.72 (3.8)
	 5200	 480	 30	 417 (164)	 400 (1571⁄2)	 TI-16448/480	 1.72 (3.8)
	 5350	 480	 30	 437 (172)	 420 (1651⁄2)	 TI-17248/480	 1.72 (3.8)

To Order


